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TIMING  SIMULATIONS  FOR  ELLIPTIC  PDE'S  29  June  1981 

RUN  UNDER  WASHCLOTH 


Chapter  I 
INTRODUCTION 


Two  methods  for  solving  three  dimensional  elliptic  partial 
differential  equations  have  been  modified  for  parallel  execution 
on  a  paracomputer  [9]  and  run  under  WASHCLOTH  [2,3]  simulation. 

A  brief  discussion  of  each  of  these  methods  and  timing 
results  under  simulation  are  presented  in  this  note. 
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CHAPTER  2 
CAPACITANCE  MATRIX  METHOD 

A  capacitance  matrix  method  for  solving  the  Helmholtz 
equation  on  general  three-dimensional  regions  [8]  has  be  modified 
for  parallel  execution  and  run  under  WASHCLOTH  simulation.  For 
more  general  elliptic  problems  this  method  could  be  used  in  an 
iterative  fashion. 

The  region  for  which  the  solution  is  desired  is  embedded 
into  a  rectangular  parallelepiped.  The  algorithm  is  to  alternate 
between  a  fast  Poisson  solver  for  the  parallelepiped  and  a 
conjugent  gradient  method  to  compute  the  charges  of  dipoles  at 
mesh  points  near  the  boundary  until  the  given  boundary  condition 
is  obtained. 

For  a  three  dimensional  mesh  with  N  points  on  a  side  there 
are  0(N**2)  boundary  points.  Since  the  values  for  the  charges  of 
the  dipoles  at  each  of  the  boundary  points  is  coupled  this  gives 
rise  to  0(N**2)  equations  in  as  many  unknowns.  Fortunately, 
these  equations  are   strongly   diagonally   dominant   and   can  be 
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inverted  iteratively  by  conjugate  gradient  methods  with  the 
number  of  iterations  growing  only  as  log  N  and  the  number  of 
operations  per  iteration  proportional  to  0(N**2). 

A  Poisson  solver  using  a  variant  of  a  Fourier-Toeplitz 
method  [4]  has  been  coded  to  solve  the  Helmholtz  equation  in  the 
parallelepiped.  Fourier  transformations  are  applied  to  two  of 
the  three  variables  and  the  0(N**2)  tridiagonal  systems  are 
solved  by  a  Toeplitz  method.  Since  each  of  the  4N**2  Fourier 
transforms  require  0(N*logN)  operations  the  operation  count  for 
this  portion  of  the  computation  is  0(N**3*logN)  and  thus 
dominates  the  computing  time. 

The  computer  program  listed  in  [8]  has  been  modified  for 
parallel  execution  and  run  under  WASHCLOTH  simulation  .  While 
the  source  program  is  large  (more  than  2000  lines  of  FORTRAN) 
most  of  the  modifications  are  straightforward  applications  of  the 
method  described  in  [6] •  code.  The  computation  for  each  of  the 
0(N**2)  boundary  points  can  be  carried  out  simultaneously.  All 
that  was  required  was  to  change  the  DO  loops  to  the  analogous 
parallel  constructs  described  in  [6].  The  floating  point 
replace-add  instruction  was  used  in  subroutine  VMULT  since 
several  contributions  can  be  added  to  the  same  boundary  point. 
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The  Poisson  solver  was  coded  so  that  all  of  the  Fourier 
transforms  could  be  executed  simultaneously  in  each  of  the  two 
dimensions.  Synchronization  is  necessary  when  all  the 
transformations  for  each  dimension  are  complete  and  when  the 
tridiagonal  systems  are  complete. 

The  serial  Fourier  method  is  most  efficient  when  several 
transformations  are  performed  during  one  call.  To  maintain  this 
efficiency  in  the  parallel  version,  a  fixed  number  of 
transformations  were  performed  at  each  invocation.  It  was 
determined  empirically  that  four  transforms  taken  together 
achieved  better  than  90%  of  the  maximum  possible  efficiency. 
Lumping  four  transforms  together  and  performing  each  of  them 
serially  we  were  able  to  parallelize  the  method  using  up  to 
(N**2)/4  processing  elements.  Due  to  the  limited  memory  of  the 
CDC6600  we  could  only  simulate  small  grids. 

Table  1  summarizes  the  results  for  an  8x8x8  grid  for  various 
numbers  of  processing  elements  denoted  as  //PE.  Notice  the  sharp 
dropoff  of  efficiency  for  32  processing  elements.  This  occurs 
because  at  most  8**2/4  processing  elements  can  be  used 
concurrently  when  computing  the  fast  Fourier  transform.  Table  2 
summarizes  the  analogous  results  for  a  16x16x16  grid. 
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The  technique  described  in  [7]  for  projecting  the  efficiency 
as  a  function  of  N  and  //PE  can  be  applied.  The  waiting  time, 
which  is  due  to  serial  code,  grows  linearly  with  problem  size  N. 
The  number  of  instructions  that  are  executed  by  all  PE's  is 
independent  of  N.  The  number  of  divisible  instructions  grows 
asymptotically  as  N**3*logN,  the  time  required  for  the  Fourier 
trans  forms. 
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CHAPTER  3 
MULTIGRID  ALTERNATING  DIRECTION  METHOD 


A  multigrid  method  using  an  alternating  direction  scheme  on 
each  grid  was  modified  for  parallel  simulation  under  WASHCLOTH. 
This  method  is  used  to  solve  elliptic  partial  differential 
equations  in  a  parallelepiped  with  appropriate  boundary 
conditions  prescribed.  Solutions  in  more  general  regions  can  be 
obtained  by  mapping  the  parallelepiped  onto  the  desired  domain 
providing  that  the  resulting  differential  equation  remains 
elliptic. 

The  virtue  of  a  multigrid  method  is  that  the  number  of 
serial  operations  needed  to  solve  an  elliptic  problem  is  optimal. 
For  a  parallelepiped  with  N  grid  point  on  each  edge  the  number  of 
operations  is  K*N**3  where  K  depends  only  on  the  differential 
equation  and  the  accuracy  required  but  but  not  on  N.  In  fact 
even  for  modest  N  the  value  of  K  is  small  enough  so  that  this 
method  is  often  preferred  to  methods  based  on  a  fast  Poisson 
solver. 
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The  advantage  of  the  alternating  direction  sub-scheme  is 
that  large  variances  in  the  aspect  ratios  of  the  grid  sizes  do 
not  slow  up  convergence.  This  is  especially  important  when  the 
parallelepiped  is  mapped  to  an  infinite  region. 

The  idea  behind  a  multigrid  scheme  is  that  the  rate  of 
convergence  for  relaxation  methods  is  determined  by  the  errors  in 
the  low  frequency  harmonics  of  the  solution.  At  fine  grids  many 
iterations  are  needed  to  remove  this  error.  By  using  grid  sizes 
that  are  powers  of  2,  iterations  at  each  grid  size  can  be  used  to 
damp  errors  at  the  different  wavelengths.  Interpolation  is  used 
to  go  from  a  crude  grid  to  a  fine  grid  and  smoothing  is  used  to 
go  from  a  fine  grid  to  a  crude  grid. 

The  number  of  serial  operations  is  dominated  from  the  work 
on  the  finest  grid.  If  we  define  an  iteration  to  consist  of  a 
fixed  number  of  alternating  sub-iterations  on  each  of  the  grids, 
then  the  number  of  iterations  required  is  independent  of  the  grid 
size.  The  number  of  operations  per  iteration  is  a  sum  of  the 
number  of  operations  on  each  of  the  logN  sub-grids.  Since  there 
are  N**3/2**j  points  on  each  of  the  j  grids,  with  j  from  0  to 
logN-1,  the  number  of  operations  is  proportional  to  the  N**3 
points  in  the  grid. 
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The  alternating  direction  method  requires  that  we  solve 
(N-l)**2  tridiagonal  systems  of  equations  for  each  of  the  three 
dimensions.  All  of  these  systems  can  be  solved  concurrently. 
Synchronization  is  needed  after  each  of  the  (N-l)**2  tridiagonal 
systems  is  solved  and  when  changing  grids.  The  interpolation  and 
smoothing  can  be  simultaneously  performed  at  distinct  points  in 
the  grid;  however,  the  amount  of  computation  is  so  small  that  it 
seems  better  to  lump  N  points  together  and  perform  on.  y  (N-l)**2 
tasks  concurrently. 

Using  this  method  as  many  as  (N-l)**2  simultaneous  processes 
can  be  used  on  each  of  the  grids.  Since  log  N  grids  are  used  and 
the  time  per  grid  is  proportional  to  N**3///PE  the  time  to  solve 
this  three  dimensional  system  using  (N-l)**2  PE's  is  proportional 
to  N. 

A  computer  program  provided  by  A»  Jameson  [5]  was 
parallelized  and  under  WASHCLOTH  simulation.  Table  3  summarizes 
the  results  for  an  8x8x8  grid.  The  efficiency  loss  is  primarily 
due  to  waiting  time.  This  should  be  contrasted  to  the  matrix 
diagonalization  code  discussed  in  [7]  where  the  efficiency  loss 
is  due  primarily  to  loop  initialization  overhead  performed  by 
each  processing  element.  Table  4  summarizes  the  results  for  a 
16x16x16  grid. 
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Projection  of  efficiency  as  a  function  of  N  and  //PE  is  more 

difficult  for  the  multigrid  scheme.   When  (N-l)**2  is  larger  than 

the  number  of  processing  elements  and  Is  not  an  even  multiple  of 

it,    some   of   the   processing   elements   must   wait    for 

synchronization.   This  accounts  for  the  decrease  in  the  waiting 

time   per  processing  element  seen  in  Table  4  when  #PE  is  64.   For 

the   cruder   grids   fewer  processing  elements    can   be   used 

simultaneously.    Even  though  processing  elements  can  not  be  kept 

busy  on  the  crude  grids,   the   efficiency   can  be   shown   to  be 

greater   than   .5  even   though  processing  elements  are  kept  busy 

waiting.     If   we   make   the   optimistic   assumption   that 

multiprogramming   can   eliminate   all   the  waiting   time,   the 

efficiencies  rise  to  the  values  given  in  parenthesis  in  tables   3 

and  4. 
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